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Energiatakarékos h?szivattyus légfliggdny: Akar 70%-os kéltségmegtakaritas és
szén-dioxid-kibocsatas csokkenés (f?tés mdodban).

Onall6 haz horganyzott acéllemezb?l, szerkezeti epoxi-poliészter festéssel,
alapkivitelben RAL9016 fehér szinben.Megrendelésre kérhet? egyéb szinekben
vagy rozsdamentes acélbol.

Mikroperforalt bemeneti racs sz?r? funkciokkal és kdnny?
szerelhet?séggel.Tartalmaz bels? el?sz?r?t.

Eloxalt aluminium kimeneti lapatok szarnykialakitassal, mindkét oldalon 0 és 15°
kozott allithato.

Kett?s bemeneti centrifugalis ventilatorok, kiils? rotor motorral és alacsony
zajszinttel. 5 sebességfokozat.Az EC modellek rendkivil alacsony fogyasztasu
hatékony ventilatorokkal szerelve.

Tartalmaz bels? el?sz?r?t.

Advanced Plug&Play control. Includes: Advanced PRO control with integrated
LCD screen, door contact, 7m RJ11 cable and remote control. With integrated
functions: door delay (configurable); operation, alarm and maintenance warning
signals; and multiple digital inputs that modify the curtain's operation.

Includes protective varnish for the electronic board and control.
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